
   

  

   

 

Specification

 
Stock No 325810
Type DIESEL
Make LINDE
Model H120
Year 2012
Euromast 2W590
Hours 19848
Capacity 12000 kg
Lift height 5900
Values
Quality Rating 5
 
Mechanical
 
Character.  
Load Centre (c) 600 mm
Operating mode (Characteristic) Seated
 
 
Weights  
Service weight (Total weight ) 20170 kg
Axle load without load (front/rear) 9174/9226 kg
Axle load with load (front/rear) 30387/2003 kg
 
 
Wheels  
Tyres type Pneumatic
Tyres front condition 80%
Tyres rear condition 70%
Tyre size front 12.00X20/20 mm
Tyre size rear 12.00X20/20 mm
Track width front (b10) 1838 mm
Track width rear (b11) 2071 mm

Wheels (front/rear (x=driven)) Steel Beaded Rims,
Dual At Front.

 
 
Dimensions  
Mast or fork carrage tilt
(alpha,beta) 5/10 grad

Lift height (h3) 5900 mm
Height of overhead guard (cabin)
(h6) 3115 mm

Overall length (l1) 6920 mm
Length to fork face (l2) 4800 mm
Overall width (b1/b2) 2545 mm
Forks length (l) 2100 mm
Fork carriage (class) DIN 15173 / 4A
Fork carriage width (b3) 2545 mm
Ground clearance, mast (m1) 250 mm
Ground clearance, centre of
wheelbase (m2) 330 mm

Turning radius (Wa) 4190 mm
Ast across 1000x1200 (Ast) 6530 mm
Collapsed height (h1) 4330 mm
Seat/stand height (h7) 1990 mm
Forks height (s) 1220 mm
Forks width (e) 180 mm
 
 
Performance  
Travel speed (With, w/o load) 19 km/h
Service brake hydraulic/electric
 
 
Drive  
Drive motor (60 min rating) 173 kW
 
 
Other  
Noise level 108 dB
 
 
Engine  

Manufacturer of engine/type Cummins / QSB 6.7
Inline 6 Turbocharged

Engine rated power (ISO 1585) 173 kW
Rated rpm 2200 rpm
Cylinders/Displac. ccm 6 Cylinder / 6.7L
Fuel consumption (VDI) 7.5 l/h
Engine type (Engine type) diesel
 
 
Opinion  
 
 
Location  
 
 
Extras  

Extras

LED Lights Surround,
Sun Blinds, FM Radio,

Phone Connectivity,
Handsfree, 2x

Blaupunkt Speakers,
Temperature

Controlled Air
Conditioning, Air Ride
Seat, Side Shift, Fork

Positioning, Cabin
Lights, Openable

Windows, Window
Wipers, Washer Jets,

External Mirrors,
Internal Mirrors,

Digital and
Configurable

Instrument Cluster,
Code Lock Start up,

Running and Breaking
Lights, Trans Brake,

Joystick Mast Control,
Fire Extinguisher
System, Battery
Isolator Switch.

Extras Hyds 3rd & 4th
 
 
Visual  
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Appearance: LIKE NEW  

 
Mechanical Status: Immaculate mechanically, drives perfect, instant power, hydraulically tilting cab for easy
engine access. Limited to 19km/h, 19848 Hours.  

 
 More: Click here for more photos  
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